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PAVEMENT MARKING LINE
PUGMILLED CA 06 OR CA 10 TO BE STRIP REFLECTIVE CRACK CONTROL TREATMENT:
INCLUDED IN THE COST OF EXISTING CONCRETE PAVEMENT WITH 6¥ OVERLAY
SUB-BASE GRANULAR MATERIAL TYPE A -
1" LEVELING BINDER, (MACHINE METHOD), SUPERPAVE, NS0
1%/5* BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIXTURE D, NS0
PAVEMENT REMOVAL
BITUMINOUS BINDER COURSE, SUPERPAVE, 107 —
TYPICAL TAPER 12" SUB-BASE GRANULAR MATERIAL, TYPE A
GEOTECHNICAL REINFORCEMENT \
IL RTE 173 POPLAR GROVE ROAD COMBINATION CONCRETE CURB & GUTTER, TYPE B 6.24
STA 180+65 TO STA 181+10 STA 998+13 TO STA 998+58 PORTLAND CEMENT CONCRETE SIDEWALK, 5" —
STA 200+50 TO STA 200+35
45
12" = EXISTING PAVEMENT
25
X
| — \ PAVEMENT REMOVAL
'/2”—| ‘\
NOTE:
~EXISTING PAVEMENT WITH OVERLAY SURFACE & BINDER COURSES (112 Ib./in./sy)
BITUMINOUS SURFACE REMOVAL - BUTT JOINT
1" = LEVELING BINDER, (MACHINE METHOD), SUPERPAVE, N5O —~
1" - BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE MIXTURE D, N 50

TYPICAL SECTIONS




